
Steel strip

Best bending quality for highest standard
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Steel strip

Tensile strength: 1,100 - 1,700 N/mm²

Smooth surface and rounded edges

Round bending over flat and high edge is possible

Hot rolled steel strip is a particular hardened and improved material with best bending and spring
qualities. In exactly controlled processes the material with special characteristics arises:

High tensile strength, best bending and spring
.

qualities are the basic material characteristics for
precious applications

frame structure

for sprung upholstery

oil-measuring sticks frame for pocket

spring mattresses

wrapped coils

unwrapped coils

00 49 6271 82 320  +++          00 49 6271 82 206   +++          gerd.nohe@best-gmbh.net   +++        www.best-gmbh.net
Sales and marketing by:                                best gmbh marketing services +++ Friedrichstraße 16 +++ D-69412 Eberbach

April 2010

Seite 2/3



Steel strip
Poduction process: Hot rolled steel strip is hardened and tempered under constant conditions.

The steel strip shows all the positive characteristics which are necessary
for all present day demands.

Quality assurance:

Steel grade:

Tensile strength:

Hardness:

Dimensions:

Tolerances:

Deformability:

Testing certificates:

Application:

Coil weights:

Inside diameter:

Corrosion protection::

Coil packings:

Dispatch:

Carbon steels in accordance with DIN EN 10132-1 and -4, 0.50 - 0.70 % C

1,100-1,700 N/mm ; or on request2

35 - 55 HRc

Width 4.0 mm bis 13.0 mm
Thickness 0.6 mm bis 4.0 mm

Width ± 0.10 mm
Thickness ± 0.01 mm
or on request

Round bending over flat and high edge according DIN 8585 and 8586

Upon request DIN EN 10204 - 3.1 B certificate can be supplied

Pocket spring mattresses and spring mattresses
Automobile seats
Upholstery
Springs for technical purposes
Oil measuring sticks

With a width 80 mm: 60 - 150 kg
With a width 200 mm: 150 - 400 kg
With a width 300 mm: 400 - 1000 kg

450/500 mm at a width of 80 mm
500 mm at a width ofi 200 + 300 mm

Without, or with rust protection

Unwrapped or wrapped in waterresistant crepe paper

Single coils, coils in bundles, coils on pallets
Attaching hooks on request

The production process is subject to strict quality control. This includes
chemical and physical testing with metallographic examination. The quality
assurance measures, from steel melting to strip product, guarantee the
consistently high quality of BDW steel strip.
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